www.amf-bruns.de

Tomorrow's
safety today!
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Vehicle conversion
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ACCESSIBLE VEHICLE WITH REAR CUT FLOOR
Fiat Talento L1/ L2
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With the unfolded ramp the vehicle With the optional EASYFLEX ramp Creiierne] ¥ & falld] crris alew Tl Optional the vehicle can be
can be accessed comfortably with a = folded down the luggage compart- uspe of thepvehicle equipped with the head & backrest
wheelchair. ment is fully usable. : FUTURESAFE.

TECHNICAL DATA

» Ramp Aluminium with anti-slip surface, gas strut supported; load capacity 350 kg
» Wheelchair area interior floor dimensions Width approx. 810 mm x length approx. 1.410 mm
» Wheelchair area height dimensions Rear entrance height approx. 1.590 mm; Interior height approx. 1.500 mm (rear area)

SEATING ARRANGEMENTS

Picture shows two co-drivers in front; one seat less with single co-driver
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EasyFlex ramp possible with air condition

* with tip & fold seats; limited space in the passenger compartment
** limited space in the passenger compartment

AMF-BRUNS HAS BEEN PROVIDING MAXIMUM SAFETY RIGHT FROM THE BEGINNING

» AMF-Bruns 4-point restraint systems in the passenger cabin meet DIN 75078 part Il & ISO 10542, and ensure that the
wheelchairs are safely fixed to the vehicle’s floor

» AMF-Bruns automatic shoulder belt is in-vehicle tested according to DIN 75078 part | and 76/115 EWG

» All mounting parts 20 G pull tested
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